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F L O  X  M U L T I  M O U N T  H A N D L E

FLX/018/HA1

S L I D E  C A B L E  C L I P S  O U T  T O  R E V E A L 
M O U N T I N G  H O L E S 

I N S T A L L A T I O N  C O M P L E T E

FLX-018-HA1-INST-A-NOV-2022

P A R T S  I N C L U D E D

4x M5 
Screws

3mm Allen 
Key

Handle

Two handle mounting heights are available. Choose the height 
that best suits the size of mounted monitors.

Use 3mm Allen Key

 
 

Colebrook Bosson Saunders hold a number of patents and other 
intellectual property rights covering our products and processes. 

You can find patent information on our website at: 
www.colebrookbossonsaunders.com/patents

P A T E N T S

W A R N I N G

D I S C L A I M E R S

M A I N T E N A N C E  A N D  I N S P E C T I O N

 

 

Please  cons ider  leav ing  these  instruct ions  with  the 
product  i f  further  insta l lat ion  may be  required  by  others

•	 Do not use this product for any purpose other than 
that for which it was designed

•	 Ensure desk/worksurface is suitable to take the 
weight of the arm/s and monitors

•	 Supported weight must not exceed the maxium load 
per arm

•	 Take care when installing as fingers could become 
trapped

•	 The use of power tools, lever bars or excessive force 
during the installation, or re-configuration of the 
product will invalidate your guarantee

•	 Failure to observe the recommendations in the use, 
and configuration of these products may affect your 
guarantee

•	 As a part of Colebrook Bosson Saunders ongoing 
product improvement programme the design of 
products may change without prior notice and details 
may vary from those illustrated

•	 Ensure all screws are tightened and occasionally adjust 
if needed

•	 Ensure arm is pushed fully down onto the clamp 
before installing the monitor(s)

•	 Clean with a damp cloth, NO solvents
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I M P O R T A N T  N O T E
Ensure  screws  are  fu l ly  t ightened 

A S S E M B L E  T H E  H A N D L E  T O  T H E  D U A L 	
M O U N T  B A R

Position 1

Position 2


